
Driver Regulation n°2018RSC

Text published in English, on January 1st, 2018 

To know, to respect and to apply. 
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In order to guarantee the safety of the people, it is mandatory to respect the horizontal and vertical 
signaling as well as all the safety instructions of the security protocol and of the rules below : 

1. The wearing of the fluorescent vest is mandatory on the terminal.
2. The entry of person accompanying the drivers is forbidden except special authorization.

The mobile must be used stopped on authorized parking space. The use of mobile is strictly 
forbidden while proceeding to access control, during handlings and while driving on the terminal. 

It is not allowed to smoke, film, photograph nor phone all over the terminal. 

DRIVER’S SAFETY RULES 
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Dispose of the waste in the dedicated areas and behave in an irreproachable hygienic way. 

You must stop engine during the UTI’s checking at the access control, during the contract writing and 
during the gantry handling. 

The maximum authorized seed is 20km/h throughout the terminal. You must give priority to the 
handling machine. 

Lasting stops or parking on the driving lanes are strictly forbidden. Parking areas at the entrance of 
the terminal are provided for this purpose. 

Walking on the terminal is prohibited unless special authorization. 
Access to the roof and walking around a container laid on the ground is forbidden except special 
authorization. 
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GENERAL RULES OF HANDING 

Simplified map of the terminal : 

Drivers must present themselves with a compliant chassis, with 4 operational twists lock. They must 
only go to the lane indicated at the access control. U-turns, locking and unlocking of chassis twist-
locks must be done at the ends of lanes C-1, C-2 et C-3 before and after handing operations on 
dedicated areas (red zone) away from storage and handling machine’s maneuvers (in yellow, green 
and blue). 

For operations with the gantry crane, the driver must go to unloading area, align his truck (between 
the lines and parallel to the wagons), stop his engine, get out of his cabin and position himself at the 
front of his tuck so that he can always be seen by the gantry crane’s operator. It is strictly forbidden 
to touch the locks and twist lock during handling. 
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------------------------------------------------------------------------------------------------------
I, undersigned NAME FIRST NAME * :                                                                        declares having read 
the Driver Regulation PSCCT N° 2018RSC published on January 1st, 2018, explaining the instructions, 
the obligations and the prohibitions of the terminal and commit myself to respect them at the risk of 
temporary or permanent exclusion of the terminal.  

   Signature : 

(*) Attached dis the copy of the driver’s license. 

For un loading operation by the reachstacker, the driver must position and align his truck before the 
unloading area and remain in his cabin, window opened, until the reachstacker has positioned itself 
and stopped. The driver then places his transport unit under the reachstacker. At the horn stroke the 
driver must stop. Two horn blows mean that the position is not correct and the driver has to move 
forward or backward. At the horn stroke, stop. As soon the transport unit released from the chassis, 
the driver can move forward as soon as he has received the authorization (by sound, or visual). 

For a loading operation by the reachstacker, the driver must position and align his truck before the 
loading area and remain in his cabin, window opened, until the reachstacker has positioned itself and 
stopped. As soon as the reachstacker has taken the transport unit, has gone back and stopped, the 
driver must place tis chassis under the transport unit to be loaded. At the horn stroke the driver must 
stop. Two horn blows mean that the position is not correct and the driver has to move forward or 
backward. At the horn stroke, stop. As soon as the transport unit is placed on the chassis, the driver 
can move forward as soon as he has received the authorization (by sound or visual). 

In all cases of loading or un loading, whether with the gantry crane or the reachstacker, the 
machine’s operator or the man on the ground has the authority to modify or adapt these rules 
according to a particular situation in order to guarantee safe handing. 




